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Your Specialist for PVC Window



Opening Types

PVC WINDOW SERIES
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• 81 mm Profile with 6/7 chamber system in frame and sash 
• 40 mm triple glass 
• Triple gasket system
• Steel reinforcement in frame and sash
• Warme edge option

• 120 mm Profile with 9 chamber system in frame
• 85 mm Profile with 6 chamber system in frame
• 40 mm triple glass 
• Triple gasket system
• Steel reinforcement in frame and sash
• Warme edge option
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• 81 mm Profile with 6 chamber system in frame and sash 
• 40 mm triple glass 
• Double gasket system
• Steel reinforcement in frame and sash
• Warme edge option

• 5 chambers profile with 71 mm profile depth in sash  
• 5 chambers profile with 71 mm profile depth in frame
• 24 mm double glass
• Double gasket sealing system
• Steel reinforcement in frame and sash
• Warme edge option

• 60 mm Profile with 4 chamber system in frame and sash 
• 24 mm double glass
• Double gasket system
• Steel reinforcement in frame and sash
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• 5 chambers profile with 70 mm profile depth in sash  
• 4 chambers profile with 70 mm profile depth in frame
• Double thermal insulated glazing
• Double gasket sealing system
• Steel reinforcement in frame and sash

Fix with 
sash profile

Fix 1 Sash Tilt & 
Turn Left

1 Sash Tilt & 
Turn Left + Fix

1 Sash Tilt & 
Turn Right + Fix

1 Sash Tilt & 
Turn Left + Fix

1 Sash Tilt & 
Turn Right + Fix

1 Sash Tilt & 
Turn Left + 
Vasistas 

1 Sash Tilt & 
Turn Right + 
Vasistas 

1 Sash Tilt & 
Turn Left + 
Vasistas 

1 Sash Tilt & 
Turn Right + 
Vasistas 

1 Sash 
Frenchdoor 
Tilt & Turn Left 

2 Sash Tilt & Turn Mullion 2 Sash Tilt & Turn left / turn

2 Sash T & T 
Asymmetric

2 Sash T & T 
Asymmetric

3 Sash  & T Stump 

3 Sash T & T 3 Sash T & T 

2 Sash Tilt & Turn right / turn

1 Sash 
Frenchdoor 
Tilt & Turn Right

1 Sash Tilt & 
Turn Right

Vasistas

2 Sash Frenchdoor T & T 2 Sash Frenchdoor T & T / T 2 Sash Frenchdoor T & T / T

Sliding Left Sliding Right Double Sash Sliding
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Golden Oak  White Brass Stainless steel White 
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Grid internal



PVC DOOR SERIES

Golden Oak

Quartz Grey

Anthracite Wood Efect

Anthracite Structure

Black Structure

Mahagony

Sherwood

Brown Oak

Polish Pine
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• 71 mm Profile with 5 chamber system in frame and sash
• 30 mm triple glass 
• Thermally separated aluminium threshold with covered water drainage
• 3D hinges
• 5-Point-Lock System 
• Panel 30 mm with 4 mm MDF 
• Steel reinforcement in frame and sash

• 71 mm Profile with 5 chamber system in frame and sash
• 30 mm triple glass; 24 mm double glass
• Thermally separated aluminium threshold
• 3D hinges
• 5-Point-Lock System 
• Panel 30 mm with 4 mm MDF; Panel 24 mm
• Steel reinforcement in frame and sash

• 60 mm Profile with 4/5 chamber system in frame and sash
• 20 mm double glass
• Aluminium threshold 
• 3D hinges; standard hinges
• 5-Point-Lock System;  1-Point-Lock System
• Panel 20 mm
• Steel reinforcement in frame and sash

• 71 mm Profile with 5 chamber system in frame and sash
• 30 mm triple glass; 24 mm double glass
• Aluminium threshold 
• 3D hinges; standard hinges
• 5-Point-Lock System 
• Panel 30 mm with 4 mm MDF; Panel 24 mm
• Steel reinforcement in frame and sash

Ud-Value : The Ud value indicastes the U value for the total door.
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Glass Lamination

Clear glass
Tempered option
Laminated option

Mandarin
Tempered option

Delta
Tempered option

Satin
Tempered option
Laminated option

Chincilla
Tempered option

Satin glazed with 
black frame
Tempered option
Laminated option

Satin glazed with 
gray frame
Tempered option
Laminated option



Mechanisms

Box Colors

PVC ROLLER SHUTTER 

Front Mounted Roliling Shutter
Operation : with belt(by pılling the belt) or alternatively with electric motor
The Boxes are in rectangular or rounded shape
PVC and aluminium Slats
Thermaș insulated box design for better thermal insulation
Revision cover on back or bottom of the box
Effective protection against insects even when the roller shutter is open thanks to the optionel insect screen
Wide range of colors

Top Mounted Roliling Shutter
Operation : with belt (by pılling the belt) or alternatively with electric motor (motor with remote control)
The Boxes are in rectangular or rounded shape
PVC and aluminium Slats
Thermaș insulated box design for better thermal insulation
Revision cover on back or bottom of the box
Effective protection against insects even when the roller shutter is open thanks to the optionel insect screen
Wide range of colors

Slat Colors
White Anthracite Grey

White Anthracite

 Front mounted Rolling Shutter

Grey

Box Colors

Slat Colors
White

39 mm Aluminum slats with PU Sash

White Anthracite Grey

Motor Belt

Mechanisms

Motor Belt

Round box

Rectangular 
box 450

Top mounted Rolling Shutter



class increased 
burglary protection

S e c u r i t y  C l a s s

PVC WINDOW SERIES

• Thermal insulated 6 chambers profile in sash, profile depth 81 mm
• Thermal insulated 6 chambers profile in frame, profile depth 81 mm
• Triple Glazing Insulated glazing with VSG
• Winkhaus mushroomhead lock mechanism
• Warm edge
• Triple gasket sealing system
• Steel reinforcement in frame and sash
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s • 6 chambers profile with 71 mm profile depth in sash  

• 6 chambers profile with 71 mm profile depth in frame
• Triple Glazing Insulated glazing with VSG
• Double gasket sealing system
• Warm edge
• Winkhaus mushroomhead lock mechanism
• Triple gasket sealing systemS
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THERMAL INSULATION AND SECURITY GLAZING
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UF The Uf value indicates the U value for the window frame
UG The Ug value indicates the U value for the glazing
UW  The Uf value indicates the U value for the total window

Double thermal 
insulated glazing

Double thermal insulated 
glazing with VSG

Trible thermal 
insulated glazing

Trible thermal insulated 
glazing with VSG



MODELS OVERVIEW 
F084F002 F076F001F000 F077F075 F088F078 F094 F101F093

F003 F004

F015 F016

F005 F006 F007 F008 F009 F010 F011 F012 F013 F014

F018 F019 F020F017 F021 F022 F023 F024 F025 F026

F027 F028 F030F029 F031 F032 F033 F034 F036F035 F037 F038

F052F051

F048F039 F040 F041 F042 F043 F045F044 F047F046 F049 F050

F086 F087 F091 F092 F097 F098 F100

F053 F054 F055 F056 F059F057 F058 F061 F062F060

F079 F080 F083F070 F071 F081 F082F069F066F065F063 F064



MODELS OVERVIEW 
T003 T004 T005 T007 T009T008 T010

T012

T023 T024

T013 T014 T015 T016 T018 T019 T020

T025 T026 T027 T028 T029 T030

T001 T002 T006

T011 T017

T021 T022

T031 T032 T033 T034 T035 T036 T041 T042 T043

T044 T047 T048 T049 T050 T053T051 T052

T054 T057

T045 T046

T058 T059 T060

K3 Front door with side light K4 Front door with top lightK2 Front door with top light 
and side light

K1 Front door with top light 
and two side lights

T037

SIDE & TOP LIGHTS


